
Description 
The pressure sensitive Asphalt foil is designed to be used short to mid term applications 
dependent on where the product is applied. The product can be used on surfaces such as 
Asphalt, Cement and untreated stone. The material can easy be removed from such sur-
faces and usually without any residues. Asphalt-Art is design to be very robust against abra-
sion and other influences caused by normal use of the product.  The special adhesive is de-
signed to work outdoor on rough (untreated) surfaces. .The high slip resistance allows you 
to use Asphalt Art almost anywhere—even on stairs. Asphalt Art ihas been tested and ap-
proved in many countries and by the most respected testing labs. But even more important 
it is tested worldwide daily on practical applications—and it works! 
 
Durability 
The durability of Asphalt-Art depends on the way the product has been applied – especially 
also on how it has been adjusted to uneven surfaces as well on the surface in general on 
where it has been applied. We recommend a maximum use of 6 –9 months. Furthermore it 
also depends on the mechanical use of the surface where it is applied. 
 
Storage 
Shelf life is 12 months. Storage conditions cool and dry conditions (15 – 24° C - humidity 
between 40 and 65 % rh). 
 
Warranty 
The product has been used in many places under all possible conditions and has proven its 
reliability and performance. Since there is no control under which conditions the product 
has been applied or has been used all product warranty automatically ends as soon as the 
product has been applied on to any surface.  
 
Recycle 
Asphalt Art is designed to be fully recyclable. Used material and production waste can be 
handled as “Aluminium” waste. 
 
Technical information 
 
Size:    Width: 1.22 m  
 
 
Material composition:  
1.) Foil    Top layer: white PU (polyurethane) filled  200μ +/- 10μ 
   Base: Soft aluminium  50μ +/- 2μ 
2.) Adhesive    Permanent, repositionable 
   Adhesion  70μ +/- 5μ 
   Adhesion type rubber 
   Total weight 390 g/m² 
   FTM 2 16 N/25mm 
   Surfaces roughness (SRT)  55 
   Slip-resistance DIN51130 / BGR 181  R10 
    
   Flame resistance DIN 4201  B1 / M1 / F2 




